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Anti-Siphon Frost-Free PEX Sillcock SPECIFICATION SHEET
PEX END ● 3/4” HOSE X 1/2” PEX ● INCLUDES VACUUM BREAKER ● LEAD FREE 
 

Dimensions
Part# Nominal Length L H
62041P-NL 4” 10.05 3.19
62061P-NL 6” 12.06 3.19
62081P-NL 8” 14.07 3.19
62101P-NL 10” 16.08 3.19
62121P-NL 12” 18.08 3.19

Material Specifications
Part Name Material

1. Handle Screw Brass ASTM B134 UNS C2700

2. Identification Disc Aluminum ASTM B209-1100

3. Handwheel Cast Zinc-Aluminum, Coated 
ASTM B86

4. Stem Packing Nut Chrome-Plated Forged Brass 
ASTM B16 UNS C36000

5. Packing Gland Follower Stainless Steel AISI grade 304

6. Stem Packing NBR Commercial grade

7. Packing Gland Base Washer Stainless Steel AISI grade 304

8. Body (ext.) Chrome-Plated LF Cast Brass 
UNS Alloy C46400

9. Body Tube (inter.) Chrome-Plated Brass 
ASTM B135 UNS C27000

10. End Adapter Chrome-Plated LF Cast Brass
UNS Alloy C46400

11. Stem Brass ASTM B135 UNS C27000

12. Stem Guide Forged Brass UNS Alloy C46400

13. Piston Check Spring Stainless Steel AISI grade 304

14. Piston Check Forged Brass UNS Alloy C46400

15. Piston Check O-Ring NBR Commercial grade

16. Piston Check Diaphragm Silicone Rubber Commercial grade

17. Seat Washer Cup Forged Brass ASTM B16 UNS C36000

18. Seat Washer NBR Commercial grade

19. Seat Washer Screw Stainless Steel AISI grade 304

20. Vacuum Breaker Cap ABS Plastic High-impact grade

21. Vacuum Breaker Body Acetal Copolymer Plastic Celcon M90

22. Vacuum Breaker Piston Acetal Copolymer Plastic Celcon M90

23. Vacuum Breaker Piston Seat Washer NBR Commercial grade

24. Vacuum Breaker Body O-Ring NBR Commercial grade

25. Siding Wedge LDPE Resin Commercial grade
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Features
• Lead-free design suitable for potable water
• Chrome-plated body offers superior corrosion  

resistance
• Extended-hub handwheel moves the operator’s 

hands away from the sharp hose bibb threads
• Equipped with an anti-siphon vacuum breaker and 

internal check valve, to prevent backflow
• Features  tapered sill wedge, to ease installation 

onto a variety of sill types

Specifications & Approvals
Working Pressure, Non-Shock (PSI):
CWP: 125 PSI WSP: Not suitable for steam service
 
• End connections comply with  ASTM F1807 (PEX 

barb),  ANSI / ASME B1.20.7 (MHT outlet)
• Truesdail Labs certified to NSF/ANSI Standard 61/9 

Annex F and Annex G. Meets NSF/ANSI 372
• Certified to A.S.S.E Standard 1019, Type A
• UPC/IAPMO & CSA certified
• Manufactured in an ISO accredited facility

*Note: Information subject to change without notice.
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