260S Series PVC Ball Valves

SPECIFICATION SHEET

SOLVENT CONNECTION
Features

+ Fits Schedule 40 & 80 Pipe

+ With EPDM o-rings and TPE seats
+ Compatible with PVC Piping

« For use with non-potable water

+ For use with cold-water applications

Specifications & Approvals

150 PSl at 73°F

ISO 9002
Dimensions
B
5} ~— 2608012 1/2” 2134 145 314 769 213 672 63 449
N W 2605034 3/4” 2667 20 368 905 25 794 738 52
(4 ~ 260S100 1”7 3340 24 447 1019 259 935 903 64
@~ — 260114 1-1/4” 4216 30 519 1083 274 1068 101 70
@ | I““ 260S112 1-1/2” 4826 34 601 1223 292 107.7 107.7 724
D~ 260S200 2” 60.33 44 739 1457 367 1353 1237 81
H2 2608212 2-1/2" 73 56 925 1775 395 1925 166 1085
2608300 3" 889 71 107 209 48 1925 181 116
H1 2608400 4" 1143 86 1345 294 78 262 236 1515
Materials
1. Body PVC
2. Seat Seal TPE
3. 0-Ring EPDM
4. Ball PVC
5. Handle ABS
6. Cap ABS
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