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Positioner
Electro-Pneumatic Rotary Positioner

AEP

Features
•	 Aluminum housing construction
•	 Visual position indicator
•	 Enclosure: IP66
•	 Input: 4-20mA / 0-10 VDC
•	 Supply: 20-100 PSI
•	 Impedance: 250 OHM ± 15 OHM
•	 Linerarity: ±2% FS
•	 Operating Temperature: -4°F to 158°F
•	 Repeatability: ±0.5% FS
•	 Hysteresis: ±1% FS
•	 Flow Capacity: 80 LPM
•	 Air Consumption: 3 LPM
•	 Weight: 6.21 LB
•	 Enclosure: IP66
•	 Explosion proof approval: ExdII BT6
•	 Signal: 1/2” conduit
•	 Connections: 1/4” air / 1/8” gauge
•	 For use with 1/4-turn rotary actuators

Positioner
Pneumatic Rotary Positioner

APP

Features
•	 Aluminum housing construction
•	 Visual position indicator
•	 Input: 3-15 PSI
•	 Supply: 20-100 PSI
•	 Linerarity: ±2% FS
•	 Operating Temperature: -4°F to 158°F
•	 Repeatability: ±0.5% FS
•	 Hysteresis: ±1% FS
•	 Flow Capacity: 80 LPM
•	 Air Consumption: 3 LPM
•	 Weight: 3.7 LB
•	 Enclosure: IP66
•	 Connections: 1/4” air / 1/8” gauge
•	 For use with 1/4-turn rotary actuators

Solenoid Valve
Four Way Solenoid Valve

ASV

Features
•	 Extruded aluminum body with NBR seal
•	 120/60/1 coil with IP 67 rating
•	 Manual override
•	 1/4” NPT exhaust port
•	 1/2” NPT conduit connection
•	 Operating Temp: -40°F to 140°F
•	 Operating Pressure: 20 to 120 PSI
Options 
•	 24 VAC
•	 240 VAC
•	 24 VDC
•	 120 VAC explosion proof


