General AC Drive

(G100

Remote Keypad

Smart Copier

Simple fan replacement

LSIS USA Inc.

980 Woodlands Parkway
Vernon Hills, IL 60061
800-891-2941
www.lsis.com/usa

Great Reliability
* Meets UL 61800-5-1
« Military (MIL 217Plus) design based
methodology
+ Enhanced materials and
manufacturing processes

The G100 is the
solution for general

applications because of its High Performance
« Enhanced motor control-sensorless
& V/F performance
« User-friendly-easy tuning
sensorless control
« Suitable for most applications

high performance

sensorless operation,

premium quality and
high reliability.
User Friendly

«Easy to install, use and maintain
« Various options

DIN rail mount (Side-by-side)

2mm

Application Adaptability

Dual ratings enable use in most applications

Features

UL 61800-5-1 Design
Military Standard Reliability Design
Embedded C3 EMC filter (400V)

[Starting torque] Sensorless vector
control 200% (0.5Hz)

[Speed regulation] Sensorless vector
control +/- 1%

Applied auto torque boost and Flux
braking function

KEB (Kinetic Energy Buffering)
Flying Start

Side-by-side installation

Simple cooling fan replacement
Built-in Potentiometer

Remote Keypad

Smart Copier

QR Code

Fieldbus Options
o Dual Port Ethernet/IP
o Profibus-DP
o CANopen

MTTF: 27 years

DriveView 9 free of charge
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3-Phase 200V Class (0.4~7.5kW) 3-Phase 400V Class (0.4~7.5kW)
0000 61002 0004 0008 0015 0022 0040 0055 0075 0o0o 6G100-4 0004 0008 0015 0022 0040 0055 0075
(HP) 05 10 20 30 5.0 75 10 (HP) 05 10 20 30 50 75 10
Heavy Duty (HD) Heavy Duty (HD)
Motor (kW) 04 075 15 22 40 55 75 Motor (kw) 04 075 15 22 40 55 75
Rating (HP) 1.0 20 3.0 50 7] 10 15 Rating (HP) 1.0 20 30 50 75 10 15
Normal Duty (ND) Normal Duty (ND)
(kW) 0.75 15 22 40 55 75 11 (kw) 0.75 15 22 40 55 75 1
Heavy Duty (HD 10 19 30 42 65 9.1 122 Heavy Duty (HD 10 19 30 42 65 91 122
Capacity [kVA] by Dty (HD Capacity (WAl leavy Duty (HD) |
Normal Duty (ND) | 1.2 23 38 46 69 114 152 Normal Duty (ND) | 1.5 24 39 53 7.6 02 | 115
Rated Current Heavy Duty (HD) 25 5.0 80 110 170 240 320 Rated Current Heavy Duty (HD) 13 25 40 55 9.0 120 | 160
Output (3-Phase Input) [A] Normal Duty (ND) | 3.1 6.0 96 120 180 300 400 Output (3-Phase Input) [Al [ Normal Duty (ND) | 2.0 31 51 69 100 160 | 230
Rating | pated Current Heavy Duty (HD) 15 28 46 6.1 93 128 174 Rating | poted current \ Heavy Duty (HD) 0.7 14 21 28 49 64 8.7
(1-Phase Input) [A] Normal Duty (ND) | 2.0 36 59 67 98 163 20 (1-Phasenput) [Al [ Normal Duty (ND) | 13 19 28 36 54 87 | 126
Frequency [Hz] 0~400Hz (IM sensorless: 0~120Hz) Frequency [Hz] 0~400Hz (IM sensorless: 0~120Hz)
Voltage [V] 3-Phase 200~240V Voltage [V] 3-Phase 380~480V B
Voltage [V] 3-Phase 200~240VAC (-15%~+10%) Voltage [V] 3-Phase 380~480VAC (-15%~+10%)
input | Frequency [Hz] 50~60Hz (£5%) input | Frequency [Hz] 50~60Hz (+5%)
Rating Heavy Duty (HD) 22 49 84 118 185 258 349 Rating Heavy Duty (HD) 11 24 42 59 98 129 175
Rated Current [A] ‘ oy DUt (Hp) Rated Current [A] ‘ 1y Duty (HD)
J Normal Duty (ND) |~ 3.0 63 108 131 194 N7 442 [ Normal Duty (ND) |~ 2.0 33 55 75 108 175 254
Weight [kg] 1.04 106 136 14 1.89 3.08 321 Weight [kg] 1.02(1.04) | 1.06(1.08) | 14(144) | 142(1.46) | 192(1.98) | 3.08(3.24) | 3.12(3.28)
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