
H100 Disconnect Switch Option

Features
• Compliance with UL Standard (508C) (UL 1 type)
• Short Circuit Current Prevention (SCCR 100kA)
• Main Circuit Breaker / Input Disconnect Switch

(Door Interlocked, Pad lockable)
• Docking Type Conduit Enclosure
• Easy Installation and Wiring

Capacity
• 200V Class 1HP-25HP
• 400V Class 1HP-125HP

Benefits
• Compact
• Inexpensive
• Factory Designed Solution

Product Appearance
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Load (HP)
Circuit Breaker Models 
(Manufactured by LSIS)

Rated Frame Size (inch)

Current H W D

3-Phase
200V
Class

1 MMS-32H,8A,LSIS 8A

18.78 6.30 8.14

2 MMS-32H,13A,LSIS 13A

3 MMS-32H,17A,LSIS 17A

5 MMS-32H,22A,LSIS 22A

7.5 MMS-32H,32A,LSIS 32A

10 MMS-32H,40A,LSIS 40A

15 MMS-63H,50A,LSIS 50A

20 MMS-100H,75A,LSIS 75A 23.03 7.09 9.18

25 MMS-100H,90A,LSIS 90A 26.10 8.66 9.18

3-Phase
400V
Class

1

UTS150LT FTU 40A 3P LL UL 40A
22.32 6.30 9.18

2

3
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7.5
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20
24.61 7.09 9.18

25 UTS150LT FTU 50A 3P LL UL 50A

30 UTS150LT FTU 60A 3P LL UL 60A
28.27 8.66 9.18

40 UTS150LT FTU 80A 3P LL UL 80A

50 UTS150LT ATU 100A 3P LL UL 100A 32.70 10.83 11.18

60 UTS150LT ATU 125A 3P LL UL 125A
35.85 12.80 11.18

75 UTS150LT ATU 150A 3P LL UL 150A

100 UTS250LT FTU 175A 3P LL UL 175A
38.58 12.80 12.17

125 UTS250LT FTU 225A 3P LL UL 225A

H100 Disconnect Switch Option

Model & Dimension


