Power Metering CTs | Current Transformers, 5A Outputs

AL, BL & CL SERIES UL Recognized 5 Amps standard

Solid-core DeSIgnS UL Recognized 5A standard output ...
compatible with existing systems

APPLICATIONS
- Datalogging + Energy management
L + Recording « Alternative energy monitoring
- Power monitoring « Cost allocation
Veris AL, BL and CL solid-core current transformers provide a 0 to 5A AC
output for use with transducers, data loggers, and chart recorders.
SPECIFICATIONS WIRING EXAMPLE
INPUTS
Frequency Range 50 to 400 Hz One turn White @
customer
Leads 2 ft (0.6 m) supplied
ACCURACY )
Accuracy Specified at 60 Hz (see Ordering Information)
OUTPUTS n
Output at Rated 5A Black
Current
MECHANICAL
Insulation 600 Vac (basic)

ENVIRONMENTAL
Operating Temp Range  -30to 55 °C(-22 to 131 °F)

Storage Temp Range -30to 105 °C (-22 to 221 °F)

Mounting Location Not suitable for wet locations. For indoor use only.
WARRANTY

Limited Warranty 1 year

AGENCY APPROVALS

Agency Approvals ANSI/IEEE C57.13,“Standard Requirements for

Instrument Transformers,” IEEE C57.13.2, “IEEE Stan-
dard Conformance Test Procedures for Instrument
Transformers,” and cURus.
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Power Metering CTs | AL, BL & CL Series

AL/BL/CL ORDERING INFORMATION

Dimensional Drawings

BURDEN

ACCURACY

- MODEL RATIO CAPACITY
, - AT 60 Hz o
\ AL500 50:5 3% 2.0
A AL101 100:5 2.0
AL151 150:5 4.0
N AL201 200:5 4.0
P o AL251 250:5 6.0
au«cxK- AL301 300:5 8.0
AL/SMALL BL/MEDIUM CL/LARGE .
50 Amp, 100 Amp, 150 500 Amp, 600 Amp, 800 1200 Amp, 1500 Amp, 1600 ALA401 400:5 1% 10.0
Amp, 200 Amp, 250 Amp, Amp, 1000 Amp, 1200 Amp Amp, 2000 Amp .
300 Amp, 400 Amp A= 3.7"(90 mm) A=4.9" (124 mm) BL501 500:5 125
A= 27" (70 mm) B= 3.4"(88 mm) B= 4.5" (115 mm) BL601 600:5 15.0
B= 2.5"(63 mm) C= 2"(52mm) C= 3"(76mm) . .
C= 1.1"(26 mm) D= 11"(26 mm) D= 1.1"(26 mm) BL8O1 800:5 8.0
D=1.1"(26 mm) - -
BL102 1000:5 10.0
BL122 1200:5 12.5
CL122 1200:5 10.0
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