Power Metering CTs | Current Transducers, Voltage Output

SCT SERIES High accuracy Interleaving

Low Current Ranges +1% from 10% to 130% of rated joints

current
Interleaving joints for reliability

with a self-locking mechanism
and no exposed metal

Compatible with UL Recognized
eXIStlng Systems UL Recognized

0.333 Vac standard output

SCT
APPLICATIONS
- Datalogging + Energy management
SCT AC current sensors have center hole sizes and current ratings to + Recording + Alternative energy monitoring
suit many application. SCT models have a split core that is perfect for . Power monitoring . Cost allocation

retrofits. Output is the industry standard of 0.333 Vac.

SPECIFICATIONS

INPUTS

Frequency Range 50 to 400 Hz

Leads 8ft(2.43 m)

ACCURACY

Accuracy +1% of reading from 10% to 130% of rated
current

OUTPUTS

Output @ Rated Current 0.333 Vac

MECHANICAL

Insulation 600 Vac

ENVIRONMENTAL

Installation Category llI Pollution Degree 2

Operating Temp Range -10to 55°C (14 to 131 °F)

Storage Temp Range -40 to 70 °C (-40 to 158 °F)

WARRANTY

Limited Warranty 3 years

AGENCY APPROVALS

Agency Approvals cURus, ANSI/IEEE 57.13, CE, UKCA (UK), RoHS

A € UK

E96927

*The CE mark indicates RoHS2 compliance.
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Power Metering CTs | SCT Series

WIRING EXAMPLE DIMENSIONAL DRAWING

One turn White
customer
supplied

Black u

\ )
C
ORDERING INFORMATION \
mopeL | MANUF. PART | RATING DESCRIPTION MODEL | A | B | C | D | E |
NUMBER (A) " " " " "
SCT-0750-xxx 2.0 2.1 0.61 0.75 0.75

1004-0030 | SCT-0750-005 82353'3\',';5 e G1mm) | G4mm) | (G6mm) | @0omm) | (20mm)
— SCT-1250-xxx | 3.25" 3.35" 10" 1.25" 1.25"

U004-0031 | SCT-0750-010 10 82353"’\'/':;%.‘;5109, f‘s ®3mm) | @6mm) | @6mm) | G2mm) | (32mm)
U004-0032 | SCT-0750-030 30 823539\';;':%?’5 309 I/E

Wosooss | scrorso0s0 | 50| gL TS

Wosooss | scrorsoon0 | 70| gL SGS

U004-0035 SCT-0750-100 100 82353p\l/i;-cc,%r;,5 10 9.? [/)\;

Uosooss | scrorsoas0 | 150 | gLy SO0 Y

U004-0039 SCT-1250-070 70 82353p\|/i;-cc,o1r;,570c3 IAD:

Uoosoodo | sCR2sot00 | o0 | (L ES Y

U004-0041 SCT-1250-150 150 gg3s3p\|/i;-cc’o1r§,51o 50I 3:

Uosooss | sCR2s02s0 | 20 | (L cGe Y

U004-0044 | SCT-1250-300 300 §T3 353"\';;':’01';'5309?3 :

Uooso0ds | SCRzs0400 | 400 | hR eSO

Uosoods | scrzsosoo | e | oLy SRt
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